








 SB-1 SIGNING AND BARRICADING 

GENERAL SPECIFICATIONS FOR CONSTRUCTION SIGNING AND BARRICADING 
 
1.00 GENERAL 

 
1.01 LIGHTED ARROW, TYPE A:  Each Lighted Arrow, Type A is to be furnished, maintained, 

installed, relocated and removed by the Contractor.  Payment shall be made for the 
maximum number of units utilized on each part of the project on any day. 

 
Refer to Section 812 of the MDOT 2012 Standard Specifications for Construction and 
current edition of the Michigan Manual of Uniform Traffic Control Devices (M.M.U.T.C.D.).  
The Type A panel shall be solar powered, nominal 48 inches x 96 inches, furnished flat 
black with lamps having an amber lens.  A photoelectrically controlled circuit shall be 
provided to dim the lighted arrow lamps for night use.  The lamps shall flash synchronously 
at the rate of 25 to 35 flashes per minute.  The “on time” shall comprise 40 to 60 percent of 
each cycle.  The arrow panel shall have the capability of the following modes:  Left Arrow, 
Right Arrow, Double-Headed Arrow, and Caution.  The Caution mode shall consist of four 
(4) or more lamps, arranged in a pattern which will not indicate a direction. 
 
No claim for additional compensation will be allowed for units that are stolen, damaged by 
traffic or vandalized.  Placement shall be as directed by the Engineer and per the 
requirements of the M.M.U.T.C.D. 

 
1.02 BARRICADE TYPE II, PLASTIC DRUM or CONES:  Barricades paid for this item of work 

shall be Type II.  Payment shall be per barricade; this shall include furnishing, maintaining, 
installation, relocation, and removal; and shall be measured for the maximum number of 
units in place on each part of the project on any day.  Traffic cones in accordance with 
Section 812 of the MDOT 2012 Standard Specifications for Construction may be used, 
limited to daytime hours only.  Do not mix drums and cones within a traffic control signing 
sequence. 

 
Refer to Section 812 of the MDOT 2012 Standard Specifications for Construction and the 
current edition of the M.M.U.T.C.D.  Type II barricades shall be minimum 28 inch diameter 
plastic drums coated with reflectorized material or “snatch” cones.  Weights, sand bags or 
base tire rings shall be provided as supplemental weight to achieve stability. 
 
No claim for additional compensation will be allowed for barricades that are stolen, 
damaged by traffic or vandalized.  Placement shall be as directed by the Engineer and per 
the requirements of the M.M.U.T.C.D. 

 
1.03 BARRICADE TYPE III:  Barricades paid for this item of work shall be Type III.  Payment 

shall be per barricade; this shall include furnishing, maintaining, installation, relocation, and 
removal; and shall be measured for the maximum number of units in place on each part of 
the project on any day. 

 
All Type III barricades shall be 8 foot wide - minimum sections furnished.  Construction 
signing to be affixed to Type III barricades shall be paid as each.  No claim for additional 
compensation will be allowed for barricades that are stolen, damaged by traffic, or 
vandalized.  Type III barricades shall be placed at locations indicated on the construction 
signing and traffic control plan and as necessary to assure conformance with the current 
edition of the M.M.U.T.C.D. 
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1.04 SIGN, TYPE B TEMPORARY:  Refer to Section 812 of the MDOT 2012 Standard 
Specifications for Construction and the current edition of the Michigan Manual of Uniform 
Traffic Control Devices (M.M.U.T.C.D.).  This item of work consists of providing and 
maintaining MDOT Type B temporary signing for advance signing, detour signing, and for 
the protection and maintenance of traffic through and around the Construction Influence 
Area.  The quantity and types of signing to be provided shall be per the construction signing 
and traffic control plan and as may be stipulated by M.M.U.T.C.D., City, and Road 
Commission for Oakland County requirements. 
 
The signing shall include temporary steel posts and hardware, or portable supports.  Posts 
for signing placed outside of hard surfaces shall be power driven into the ground and 
removed upon completion.  Within hard surfaces, a minimum of one (1) sand bag shall be 
placed on each leg of the portable support to achieve stability. 
 
All advance warning (W) signs and advance guide (G) signs may require to be furnished 
with a minimum of one (1) 3M Company No. 3484 Fluorescent Red Orange flag (or 
approved equal) during hours of daylight.  All W and G signs shall be lighted with two (2) 
Type A warning flashers during non-daylight hours (a half hour after sunset to a half hour 
before sunrise). 
 
The Contractor shall relocate or remove signing, as determined by the Engineer.  The 
Contractor shall place an opaque covering over any signing which has a legend, which is 
not applicable for any period of time. 
 
Prior to commencing construction operations, W21-1 (ROAD WORK AHEAD) signs shall 
be placed in advance of the work along the street to be worked on.  Also, R11-2 signs 
(ROAD CLOSED) and R11-4 signs (ROAD CLOSED TO THRU TRAFFIC) may be 
required as directed by the Engineer. 
 
Payment shall be by the square foot furnished or as addressed in project specifications, 
and shall include maintaining, installing, relocation, and removal.  No claim for additional 
compensation will be allowed for temporary signs that are stolen, damaged by traffic, or 
vandalized. 
 
This item of work does not include temporary no parking signs, hand-held paddle signs for 
flaggers, or any permanent signing work.  Refer to the Special Instructions to Bidders for no 
parking sign and traffic regulator personnel (flagger) requirements.  The City shall have the 
option of removing permanent signs and supports themselves or leaving them to be 
removed by the Contractor.  All replacement of permanent signing will be performed by the 
City. 
 
In the event that the City has not removed permanent signs and supports when the 
Contractor enters a work area, the Contractor shall remove the signs and supports in such 
a way as to avoid damage to either and shall carefully store them at a location outside the 
work area as directed by the Engineer until the material is picked up by the City. 

 
2.00 REMOVING PAVEMENT MARKING, LONGITUDINAL 
 
2.01 REMOVING PAVEMENT MARKING:  Refer to Section 811 and 812 of the 2012 MDOT 

Standard Specifications for Construction and the current edition of the Michigan Manual 
of Uniform Traffic Control Devices (M.M.U.T.C.D.).  Removal of legends, symbols, 
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arrows, and crosswalks, and stop bars will be paid as Removing Pavement Marking.  
Removal of longitudinal markings will be paid for as Removing Pavement Marking, 
Longitudinal.  Skips in dashed lines are not included in the measurement.  Removal of 
pavement markings 5 inches or less in width will be paid for at the bid unit price.  
Removal of pavement markings more than 5 inches but less than 10 inches in width will 
be paid for at 2 times the bid unit price.  Removal of pavement markings 10 inches or 
more in width will be paid for at 3 times the bid unit price. 

 
2.02 TEMPORARY PAVEMENT MARKING, TYPE R OR NR, 4” YELLOW OR WHITE:  Refer 

to Section 812 of the 2012 MDOT Standard Specifications for Construction and the current 
edition of the M.M.U.T.C.D.  Temporary pavement marking shall have a nominal width of 4 
inches and shall be either yellow or white in accordance with the M.M.U.T.C.D.  Temporary 
marking shall be placed as directed by the Engineer and may include 2-foot, 4-foot or 12.5-
foot dashed pavement marking line, or solid pavement marking line. 
 
Type R temporary pavement markings shall be tape conforming to Subsection 922.06 of 
the 2012 MDOT Standard Specifications for Construction.  Type R markings shall be 
removable and shall be placed on existing or proposed pavement surfaces at locations that 
do not coincide with permanent pavement markings.  All Type R markings shall be 
removed when directed by the Engineer. 

 
Payment shall be per linear foot of temporary pavement marking applied or as addressed in 
a project specification.
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 R-1 RESTORATION 

GENERAL SPECIFICATIONS FOR RESTORATION 
 
1.00 SPRINKLER SYSTEMS 
 
1.01 RELOCATE OR REPLACE LAWN IRRIGATION HEADS:  This item of work shall consist 

of all work required to relocate or replace lawn irrigation heads within the road right-of-way 
or private property when directed by the Engineer.  Irrigation heads that are damaged by 
the Contractor shall be replaced in kind including any fittings, clamps, nipples, drains, 
protective covering, etc.  Heads shall be relocated as directed by the Engineer.  The 
Contractor shall adjust the spray pattern of each head that is relocated or replaced.  
Payment shall be made for each head relocated or replaced. 

 
1.02 RELOCATE OR REPLACE LAWN IRRIGATION PIPING:  This item of work shall consist 

of all work necessary to relocate or replace lawn irrigation piping within road right-of-way 
or private property when directed by the Engineer.  Irrigation piping that is damaged by 
the Contractor shall be replaced in kind including any fittings, clamps, drains, valves, etc.  
Piping shall be relocated as directed by the Engineer.  The abutting property owner shall 
flush and test the relocated piping and any necessary repairs shall be made by the 
Contractor before payment by the City.  Payment shall be made per linear foot of piping 
relocated or replaced. 
 

2.00 TREES 
 
2.01 TREE REMOVAL INCLUDING STUMP:  At locations indicated on the plans or when 

directed by the Engineer, trees adjacent to the work shall be removed including the stump.  
Refer to Section 202 of the 2012 MDOT Standard Specifications for Construction.  In 
addition, the trees, trunks, and limbs over 8 inches in diameter shall be trimmed and cut 
into lengths less than eight (8) feet and piled outside of the right-of-way for use by the 
abutting property owner if requested to do so by the Engineer.  The remaining brush shall 
be disposed of by the Contractor at a recognized landfill.  If the property owner does not 
desire the timber, the Contractor shall be responsible for hauling away and disposing of the 
removed trees at a recognized landfill. 
 
Tree removal shall be paid at the contract unit price for each tree removed including the 
stump.  The stump shall be removed to a depth of one (1) foot below ground surface.  
Where removal of the stump may result in damage to existing utilities or pavements, the 
stump shall be removed by chipping.  Payment shall be made for each tree removal as 
defined by caliper in project specifications. 

 
2.02 INSTALL ORNAMENTAL TREE:  This item of work consists of furnishing and planting a 

specified caliper tree at the locations indicated on the plans or as directed by the Engineer, 
and in conformance with any details which may be shown on the plans. 

 
Planting materials shall be as specified in Section 815 of the MDOT 2012 Standard 
Specifications for Construction except for the following revisions and additions. 

 
Trees shall have normal well developed branches and vigorous fibrous root systems and 
shall conform to the specifications of the latest edition of American Standard for Nursery 
Stock sponsored by the American Association of Nurserymen, Inc. 
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Trees shall be healthy, vigorous and free from defects; decay; disfiguring roots; sun-scale 
injuries; abrasions on the bark; diseases; insect pests, their eggs or larvae.  Trees shall be 
hardy under climatic conditions similar to those in the locality of the project and shall be 
nursery grown. 

 
 The following list of trees is acceptable for installation in the right-of-way.   
 

Bradford Pear - (Pyrus calleryana) 

Flowering Crab - (Malus hybrids) 

Ginko  - (Ginko Bilboa) 

Little Leaf Linden - (Tilia cordata) 

Honey Locust - (Gleditsia triacanthos) 

Norway Maple - (Acer platanoides) 

Red Maple - (Acer Rubrum) 

Sycamore - (Platanus occidentalis) 

 
 
Construction methods shall be as specified in Sections 815 of the MDOT 2012 Standard 
Specifications for Construction except for the following revisions and additions. 
 
Trees shall be handled at all times in accordance with the best horticultural practices so 
that the roots or balls are adequately protected from the sun and drying winds.  No tree 
shall be bound with rope or wire in a manner that would damage the bark, break the 
branches, or destroy its natural shape. 
 
Trees shall be balled and burlapped trees dug with a firm, natural ball of earth of sufficient 
diameter and depth to encompass the fibrous and feeding root systems necessary for full 
recovery of the tree.  Balls shall be securely wrapped with burlap and bound with cord.  All 
trees shall be delivered in closed vehicles or in open vehicles with the entire load properly 
covered, while in transit for protection from drying winds. 

 
The diameter of all planting pits shall be a least one foot greater in diameter than the 
diameter of the ball.  The depth of pits shall be enough to accommodate the ball.  Earth in 
the bottom of the pits shall be loosened by spading or other approved means to a depth of 
4 inches.  Care shall be taken in machine or hand-digging so as to avoid damage to 
possible existing utilities, conduits, and irrigation piping located close by. 
 
No tree shall be planted if the ball is cracked or broken.  No tree balled with rot-proof 
material will be accepted.  Wire mesh baskets holding burlap in place shall be removed 
prior to planting.  Mulching shall be as indicated in the detail as shown on the plans. 
 
The completed work of this item will be measured in place by unit and by the methods 
specified in the current ANSI Specification Z60.1.  The contract unit price will be payment in 
full for furnishing, excavating, pruning, planting, and wrapping the ‘Skyline’ Locust trees.  All 
trees planted shall be guaranteed to grow for a period of one (1) year. 
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The Engineer will inspect the trees during the final inspection for the Contract to determine 
if any trees are unacceptable.  Unacceptable trees are defined as being dead, unhealthy, or 
otherwise unsatisfactory at the time of final inspection, or trees that were not planted in 
conformance with the specifications. 
 
The Contractor shall remove and replace any unacceptable trees identified by the Engineer 
at no additional cost to the Contract.  Replacement trees shall be “puddled” or watered-in at 
time of planting and mulch shall be replaced. 

 
 
3.00 VOLCANIC ROCK SURFACE / DECORATIVE STONE:  This item of work consists of 

furnishing and installing volcanic rock / decorative stone as a ground cover at locations 
indicated on the plans or as directed by the Engineer.  The work includes any excavation, 
grading, and disposal of excavated materials for areas that are to receive the volcanic rock 
/ or decorative stone. 

 
The material shall be spread uniformly to a thickness of 3 inches or as directed by the 
Engineer, and the completed work shall match adjacent grades.  The volcanic rock 
(pumice) or stone to be furnished and installed shall be a clean, uniformly graded material 
having 3/4 to 2 inches of particle size. 

 
The completed work of this item will be measured by volume in cubic yards, loose measure 
or as specified in project specifications.  The contract unit price will be payment in full for 
furnishing and installing the materials. 

 
4.00 CHEMICAL WEED SPRAY & WEED REMOVAL:  The work of this item consists of 

furnishing and applying chemical weed killer to earth beds as directed by the Engineer, 
including removal and off-site disposal of the resulting dead vegetation.  The chemical 
weed killer shall be labeled and applied in accordance with the Michigan Pesticide Control 
Act (P.A. 171 of 1976, as amended). 

 
The chemical weed killer shall be applied no less than seven (7) days prior to topsoil 
installation.  The application rate shall be 1/2  gallon per acre minimum, and dilution with 
water shall be per manufacturer  recommendations.  The Contractor shall remove the 
resulting dead vegetation directly prior to topsoil installation. 

 
The chemical weed killer shall be applied by a person that has a Commercial Pesticide 
Applicator Certification issued by the Michigan Department of Agriculture. 

 
The chemical weed killer shall be “Roundup” or an equivalent manufactured non-volatile, 
broad spectrum foliage translocated herbicide to be approved by the Engineer containing 
Isopropylamine salt of N-(Phosphonomethyl) Glycine. 

 
The complete work of this item will be measured by volume in gallons of chemical weed 
killer in the concentrated state (prior to being mixed with water).  The contract unit price will 
be payment in full for furnishing all labor, materials, and equipment for applying the 
chemical weed spray, including removal and disposal of dead vegetation. 

 
5.00 LAWN RESTORATION 
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5.01 TOPSOIL (LOOSE MEASURE):  This item shall consist of furnishing and grading 
approved screened topsoil for areas to be sod or seeded.  The material and work shall 
conform to MDOT 2012 Standard Specifications for Construction, Section 816 except that 
topsoil shall be spread, graded and compacted with a plate compactor or lawn roller to a 
depth of not less than 2 inches, but in no case greater than 3 inches.  Payment shall be by 
the cubic yard (loose measure).  Load tickets from the supplier shall indicate cubic yards, 
and a copy must be furnished to the City at the time of delivery. 

 
This item of work includes grading and compacting of earth beds upon which the topsoil is 
to be placed and cutting, removal, and disposal of the existing turf.  The limits of areas to 
receive topsoil shall be marked in the field by the Engineer.  Where topsoil is to be placed 
against existing turf, a vertical edge shall be cut through the turf using an approved sod 
cutter.  Existing turf shall be removed from the earth bed to receive topsoil, and the turf 
shall be hauled away by the Contractor within 24 hours of removal. 

 
5.02 CLASS A SEEDING AND MULCH BLANKET, INCLUDING WATERING:  This item shall 

consist of furnishing and installing seeding and mulch blanket as specified in Section 
815 and 816 of the 2012 MDOT Standard Specifications for Construction at locations 
directed by the Engineer.   

Provide, install, and anchor mulch blankets. Place mulch blankets within one calendar 
day after seeding. Secure with net anchors.  Overlap blanket edges by 2 inches and 
shingle lap blanket ends with a 6-inch overlap. Place net anchors along joint edges and 
blanket centerlines no greater than 2 feet apart.  

This item of work includes thoroughly watering all seeded areas at such times and in 
amounts to establish growth of lawn areas for a period of 90 days after the seed is 
installed or reinstalled.  Seed placed prior to October 1st, shall exhibit growth prior to 
becoming dormant for the winter.  Seed placed after October 1st, shall establish growth by 
June 1st of the following year.   
 
The Contractor shall provide a watering truck acceptable to the Engineer.  Water for lawn 
watering will be provided to the Contractor by the City at hydrant locations specified by the 
Engineer.  The Contractor shall notify the Engineer to coordinate City personnel for 
witnessing hydrant operation when filling the truck.  All trucks being filled shall have a 
minimum 6-inch "air gap" between the fill hose and the tank opening, or use an approved 
back-flow prevention device. 

Measurement and payment for this item of work shall be by square yard (SY). 
 
5.03 HYDROSEEDING INCLUDING FERTILIZER AND MULCH:  This item of work shall 

consist of hydroseeding and mulching areas adjacent to the back of curb for major roads 
or as directed by the Engineer.  All areas to receive hydroseeding shall be free of weeds.  
If directed by the Engineer, the Contractor shall apply a chemical weed killer no less 
than seven (7) days prior to topsoil installation as described under section 4.00. 

 
The seed, mulch, fertilizer, and water mix shall be evenly applied to properly prepared 
topsoil surfaces.  The seed shall be applied at a rate of 250 pounds per acre and shall have 
the following composition: 
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 30% ..........Fults Pucinellia 
 30% ..........Dawson Red Fescue 
 30% ..........Park Kentucky Blue 
 10% ..........Pennfine Perennial Rye, minimum purity 97% 

 
The mulch shall be “Fiber-Green”, “Conweb”, or approved equal and shall be applied at a 
rate recommended by the manufacturer. 
 
The chemical fertilizer shall have a 12% nitrogen, 12% phosphorus, and12% potassium 
(“12-12-12”) and shall be applied at a rate of 240 pounds per acre.  Payment for this Item 
shall be by the square yard measured in place. 
 
Obtain the Engineer’s approval for proposed seed mix.  Obtain the inspector’s approval of 
topsoil prior to placement.  When specified, apply the fertilizer with or before the sowing of 
the seeds.  Sow and re-sow the seed as necessary to provide uniform coverage (minimum 
of 220 pounds per acre and greater than 2 seeds per square inch).  Compact the seed into 
the top 1/2 inch of topsoil.  When specified, install the mulch within one calendar day after 
seeding.  The end product shall be well established, weed free, growing, vigorous and 
contains the species required in the seeding mix. 

 
5.04 CLASS A SODDING, INCLUDING WATERING:  This item shall consist of furnishing and 

installing Class A sod in accordance with MDOT 2012 Standard Specifications for 
Construction, Sections 815 and 816.  The furnished sod shall be a uniform thickness of not 
less than one (1) inch and an area of not less than 1/2 square yard.  Class A sodding will 
be paid for at the contract unit price per square yard measured in place.  Areas adjacent to 
the back of curb for local side streets, and all private property, shall receive Class A sod 
unless otherwise indicated on the plans. 

 
This item of work includes thoroughly watering all sod areas at such times and in amounts 
to establish growth of lawn areas for a period of 90 days after the sod is installed or 
reinstalled.  Sod placed prior to October 1st, shall exhibit growth prior to becoming dormant 
for the winter.  Sod placed after October 1st, shall establish growth by June 1st of the 
following year.   
 
The Contractor shall provide a watering truck acceptable to the Engineer.  Water for lawn 
watering will be provided to the Contractor by the City at hydrant locations specified by the 
Engineer.  The Contractor shall notify the Engineer to coordinate City personnel for 
witnessing hydrant operation when filling the truck.  All trucks being filled shall have a 
minimum 6-inch "air gap" between the fill hose and the tank opening, or use an approved 
back-flow prevention device. 
 

6.00 EXCAVATION 
 
6.01 REMOVAL & DISPOSAL OF CONTAMINATED EXCAVATED MATERIAL:  This item 

consists of removal and disposal of both Type 1 and Type 2 contaminated material if 
encountered during excavation.  The City will be responsible for testing any suspected 
hazardous contaminated material.  This item of work shall be paid per cubic yard, loose 
measure, which is removed and disposed of at a Type 1 or Type 2 approved landfill. 
 
The contract unit price for this item shall include the cost of interruption to normal 
construction procedures, temporary stockpiling on plastic sheeting, placing and maintaining 
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plastic sheeting over the stockpile, removal and disposal as directed by the City, and all 
related work and measures that may be required by law.  Based on field screening and 
laboratory analysis by the City, the Contractor will be advised by the City as to the required 
method of disposal. 
 
Under no circumstances shall this item include removal and disposal of contaminated 
material caused by or brought to the site by the Contractor. 
 

6.01 EARTH EXCAVATION AND GRADING REMOVAL OF EXCESS MATERIAL:  This item 
consists of removal and disposal of excavated material generated during grading for topsoil 
/ sod and sloping along and away from new sidewalk grade ramp installations.  This item of 
work shall cover all aspects of this item including grading, removing material, temporary 
stockpiling, and disposal.  The thickness of material graded and removed shall be from 1 
inch to 1 foot in depth, removal and hauling away of the excess material is the Contractor’s 
responsibility.  Payment shall be as specified in the Form of Proposal. 

 
7.00 SHREDDED BARK MULCH (LOOSE MEASURE):  This item of work consists of 

furnishing and installing a 4” thick blanket of shredded bark mulch material at landscape 
areas, planting beds, or at existing tree locations disturbed by the construction or as 
directed by the Engineer.  The work for this item shall be in accordance with Subsection 
917.14 of the 2012 M.D.O.T. Standard Specifications for Construction except as 
specified herein. 

 
Shredded bark mulch shall consist of tree bark, which has been stripped from saw logs 
by means of a de-barking machine.  The type and color of shredded bark mulch around 
existing plantings and planting beds shall match the existing type and color of mulch and 
shall be approved by the Engineer before it is installed.  The shredded bark mulch shall 
be manually placed to a depth of 4” and shall include replacement or installation of new 
plastic edging where removed. 
 
The completed work of this item will be measured in place by volume in cubic yards, 
loose measure, of shredded bark mulch placed.  The contract unit price will be payment 
in full for furnishing and installing the shredded bark mulch blanket including any plastic 
edging. 

 
8.00 TREATED LANDSCAPE TIMBERS:  This item of work consists of furnishing, cutting, 

and installing new preservative-treated landscape timbers at locations where public 
sidewalk is replaced if directed by the Engineer. The timbers shall be installed directly 
adjacent to the public sidewalk.  When the new timbers are an extension of existing 
timbers, the work shall include cutting, removal, and off-site disposal of portions of the 
existing timbers when directed by the Engineer.  When the new timbers are installed in 
tiers, the work shall include drilling holes, and furnishing and installing steel anchor pins 
(dowels). 

 
The landscape timbers shall be cut as necessary and installed on a compacted base 
adjacent to the sidewalk.  For landscape timbers installed in tiers, 45° beveled ends shall 
be cut and 3/4 inch diameter holes shall be drilled for steel anchor pins along the 
centerline of the tier being installed.  Holes shall be drilled 10 inches from the end of 
each timber so that a minimum of two (2) anchor pins are installed for each timber.  
Holes shall be drilled to extend 4 inches into the adjacent tier below.  Each tier shall be 
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recessed 1/2” towards the embankment with respect to the adjacent tier below, and the 
joints between timbers along each tier shall be staggered with respected to the joints in 
the adjacent tier below. 

 
Landscape timbers shall meet the requirements specified in Section 912 of the 2012 
M.D.O.T. Standard Specifications for Construction, except as otherwise specified herein.  
Landscape timbers to be furnished shall be preservative-treated No. 2 Grade timbers 
maximum 8 feet in length. 

 
The landscape timbers furnished shall be nominal 6” x 6” size timbers.  When the 
timbers to be installed are an extension of existing timbers, the nominal size of the new 
timbers shall equal the nominal size of the existing timbers. 

 
Where landscape timbers are to be installed in tiers, 8 inches long x 5/8” diameter steel 
anchor pins (dowels) shall be furnished per Subsection 908.10 of the 2012 M.D.O.T. 
Standard Specifications for Construction. 

 
The completed work of this item will be measured in place by length in feet of new 
landscape timber installed along each tier.  The contract unit price will be payment in full 
for furnishing, cutting, and installing landscape timbers including steel anchors. 
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